NOMINAL

CSA @ SERIED 75 & 100

POLYETHYELENE PIPE
“WESTERN CANADA”

LINEAR LOW DENSITY: TYPE I PE-1404 POTABLE

LD. SIZED PRESSURE PIPE

NOMINAL AVERAGE WEIGHT

S!ZE W, {&LL ID C/FT LEl‘ig;I‘HS PRODUCT CODE
in in in bs
SERIES 75 - Working Pressure 75 PSI @ 23°C
127 0.070 0.622 6.4 100-400-1000* CSA0-075-005
3/4” 0.085 0.824 10.2 100-400-1000* CSA0-075-007
1” 0.108 1.049 16.5 100-300-500-1000* CSA0-075-010
1-1/4” 0.143 1.380 284 100-300-500-1000* CSA0-075-012
1-1/2” 0.166 1.610 385 100-250-500-1000* CSA0-075-015
2’ 0.214 2.067 63.6 100-200-500-1000* CSA0-075-020
SERIES 100 - Working Pressure 100 PSI @ 23°C
127 0.089 0.622 8.3 100-400 CSA0-100-005
3/14” 0.118 0.824 14.5 100-400 CSA0-100-007
1” 0.150 1.049 234 100-300-500-1000* CSA0-100-010
1-1/4” 0.197 1.380 40.2 100-300-500-1000* CSA0-100-012
1-1/2” 0.230 1.610 55.0 100-250-500-1000* CSA0-100-015
2 0.295 2.067 90.0 100-200-500-1000* CSA0-100-020

POLYTUBES” CSA SERIES 75 & 100 IS CSA @ CERTIFIED AND
IS MANUFACTURED TO CSA SPECIFITIONS CSA B137.1

FOB Location: Peterborough




